SMOOTH CONCRETE — EXPOSED
SURFACES MUST BE WATERPROOFED
(BY OTHERS)

INSTALL POLYURETHANE SEALANT AND
TOOL TO FACILITATE WATER RUN-OFF

a EXPANDING SHANK FASTENERS
' R (APPROX. 12" [305mm] O.C.,
S e . DEPENDING UPON WIND ZONE
S A e, AND LOCAL CONDITIONS)

COMPRESSIBLE ELASTOMERIC TAPE TO
SPAN IRREGULARITIES

. E = SEAL TOP OF FLASHING WITH A
a | 3—COURSE OF VERTICAL GRADE ROOF
CEMENT AND REINFORCEMENT FABRIC

SHEET METAL COUNTERFLASHING
(SEE TABLE 2)

FASTENERS APPROX. 8” [203mm] O.C.

OPTIONAL: 2" [51mm] WIDE CLIP
APPROX. 30" [762mm] O.C.
(NOT SHOWN FOR CLARITY)

OPTIONAL: EXTENSION OF FIELD PLIES
ABOVE HEAD OF CANT (NOT SHOWN
FOR CLARITY)

MULTIPLE—PLY MEMBRANE BASE FLASHING
(8" [203mm] MIN. HEIGHT)

MULTIPLE-PLY MODIFIED BITUMEN
ROOF MEMBRANE
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BEVEL CUT TOP OF WOOD CURB
< TO DRAIN

NOTES:

1.  THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE WALL.

2. ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

3. OPTION: IF WOOD NAILERS ARE NOT USED, A FIBER CANT STRIP SET IN BITUMEN OR ADHESIVE MAY BE USED.
4. COUNTERFLASHING DETAIL MAY BE A TWO—PIECE REGLET AND COUNTERFLASHING (SEE TABLE 2.2, "C” FOR

ALTERNATE SHEET METAL COUNTERFLASHING.)

SURFACE-MOUNT COUNTERFLASHING
FOR CONCRETE WALLS MB-7S
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