AV

10" [254mm]

NOMINAL
FLASHING

AV

NOTES:

STRUCTURAL MEMBER

INSULATE VOID TO
PREVENT CONDENSATION

WELDED PLATE
—SEALED WATERTIGHT

FASTENERS (APPROX.
18” [457mm] O.C.
DEPENDING UPON WIND
ZONE AND LOCAL
CONDITIONS; MINIMUM
TWO FASTENERS PER
SIDE)

REMOVABLE SHEET

/. METAL COUNTERFLASHING

" FASTENERS APPROX.

8” [203mm] O.C.

- OPTIONAL: EXTENSION OF
" FIELD PLIES ABOVE HEAD
# OF CANT

MULTIPLE—PLY MEMBRANE
BASE FLASHING (8”
[203mm] MIN. HEIGHT)

MULTIPLE—PLY MODIFIED
BITUMEN ROOF MEMBRANE

COVERBOARD INSULATION
THERMAL INSULATION
ROOF DECK

WOOD CANT TO
BRACE CURB

WOOD NAILERS AND CURB

1. THIS DETAIL ILLUSTRATES ONE METHOD OF ELIMINATING PITCH POCKETS. THE CURBED SYSTEM
ALLOWS FOR MOVEMENT IN THE STRUCTURAL MEMBER WITHOUT DISTURBING THE ROOF SYSTEM.

2. ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

STRUCTURAL MEMBER THROUGH ROOF DECK

MB-18
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