FOR HEIGHT OF LEGS

/

STRUCTURAL FRAME (SEE MB-12)
SEALANT
DRAWBAND

1/4” [6mm] MIN. CLEARANCE TO
RAIN COLLAR

SEE TABLE ON MB-12

WATERTIGHT SHEET METAL RAIN COLLAR
OVERLAPPING FLASHING COLLAR BY
3" TO 4" [76mm TO 102mm]

SHEET METAL FLASHING COLLAR MINIMUM
OF 8" [203mm] ABOVE ROOFING

1/4” [6mm] MINIMUM CLEARANCE BETWEEN
FLASHING COLLAR AND SUPPORT

ROOF CEMENT OR SEALANT AT PENETRATION
‘™ TO MEMBRANE JUNCTURE

MULTIPLE—-PLY MEMBRANE
STRIPPING PLIES (FEATHER PLIES,
SEE DETAIL MB—21 FOR DIMENSIONS)

6" [152mm] MINIMUM FLANGE SET IN
ROOF CEMENT OVER FIELD PLIES;
PRIME FLANGE BEFORE STRIPPING

MULTIPLE—-PLY MODIFIED
BITUMEN ROOF MEMBRANE

—~———COVERBOARD INSULATION

. ——THERMAL INSULATION

\\)/ ROOF DECK

FILL GAPS WITH INSULATION BOARD
TO PROVIDE EVEN SUBSTRATE

NOTES:

1. NRCA SUGGESTS THAT THE TOP STRIPPING PLY BE A HEAVY—WEIGHT REINFORCED POLYMER
MODIFIED BITUMEN SHEET.

EQUIPMENT SUPPORT STAND AND
TYPICAL RAIN COLLAR PENETRATION DETAIL MB-13
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