DOUBLE DOME SKYLIGHT
(BY OTHERS)

SKYLIGHT FRAME
WITH WEEP HOLES

HIGH—DOMED, GASKETED,
GASKETED FASTENERS
(APPROX. 18” [457mm] O.C.
DEPENDING UPON WIND

ZONE AND LOCAL CONDITIONS;
MINIMUM TWO FASTENERS

PER SIDE)

REMOVABLE SHEET METAL
COUNTERFLASHING

FASTENERS APPROX.
8" [203mm] O.C.

OPTIONAL: EXTENSION OF
FIELD PLIES ABOVE HEAD
OF CANT (NOT SHOWN
FOR CLARITY)

MULTIPLE—PLY MEMBRANE
BASE FLASHING
(8” [203mm] MIN. HEIGHT)
MULTIPLE—PLY MODIFIED
=~ BITUMEN ROOF MEMBRANE
T~ COVERBOARD INSULATION

\ THERMAL INSULATION
ROOF DECK
/
g N\

WOOD CANT TO
BRACE CURB

10” [254mm] NOMINAL
FLASHING HEIGHT

% WOOD NAILERS AND CURB

NOTES:
1. ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

SKYLIGHT, SCUTTLE, AND SMOKE VENT MB-16S



	Model

