SHEET METAL AREA DIVIDER
COVER (COVER PLATE OR
OVERLAPPED JOINTS
ACCEPTABLE)

BEVEL TOP OF BOTH
WOOD CURBS TO DRAIN
TO ONE SIDE

FASTENERS APPROX. 8"
[203mm] O.C.

HIGH—DOMED, CAPPED,
GASKETED FASTENERS
(APPROX. 18"
[457mm] O.C.,
DEPENDING UPON WIND
ZONE AND LOCAL
CONDITIONS)

OPTIONAL: EXTENSION OF
FIELD PLIES ABOVE HEAD
OF CANT (NOT SHOWN
FOR CLARITY)

MULTIPLE-PLY MEMBRANE
BASE FLASHING
(8” [203mm] MIN. HEIGHT)

10" [254mm]
NOMINAL FLASHING HEIGHT

N,

LMULTIPLE—PLY MODIFIED
WOOD NAILERS BITUMEN ROOF MEMBRANE
WOOD CANT TO
SEACE CURE / COVERBOARD INSULATION
L THERMAL INSULATION
ROOF DECK
NOTES:

1. AN AREA DIVIDER IS DESIGNED SIMPLY AS A RAISED DOUBLE WOOD MEMBER ATTACHED TO A PROPERLY
FASTENED WOOD BASE PLATE THAT IS ANCHORED TO THE ROOF DECK. AREA DIVIDERS SHOULD BE CONSIDERED
TO BE LOCATED BETWEEN THE ROOF’'S EXPANSION JOINTS AT 150 TO 200 FOOT [46m TO 61m] INTERVALS,
DEPENDING UPON CLIMATIC CONDITIONS AND AREA PRACTICES. AREA DIVIDERS SHOULD NEVER RESTRICT THE
FLOW OF WATER.

2. FLASHING REQUIREMENTS TYPICAL FOR BOTH SIDES OF AREA DIVIDER.

3. ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

AREA DIVIDER IN ROOF SYSTEM MB-10S
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