SEALANT
DRAW BAND

WATERTIGHT SHEET METAL
RAIN COLLAR OVERLAPPING
PENETRATION POCKET

SHEET METAL PITCH PAN,
SOLDERED /WELDED WATERTIGHT
(4” [102mm] MIN. HEIGHT)

4” [102mm] MIN. FLANGE,

SET IN ROOF CEMENT OVER
FIELD PLIES, PRIME FLANGE
BEFORE STRIPPING

APPROX. 1/4” [6mm]

CLEARANCE AT CORNERS - MULTIPLE—-PLY MEMBRANE

STRIPPING PLIES

POURABLE SEALANT

MULTIPLE—-PLY MODIFIED
BITUMEN ROOF MEMBRANE

NON—SHRINK GROUT

ROOF CEMENT OR
SEALANT AT
PENETRATION TO
MEMBRANE JUNCTURE

v 4
V4 v

OPTIONAL: WOOD / Z
NAILERS: VARIES COVERBOARD INSULATION
THERMAL INSULATION

DEPENDING UPON
SIZE OF PENETRATION ROOF DECK

| bk [25mm] MIN.
NOTES: PIPE DIAMETER

1. THIS DETAIL DEPICTS CUSTOM—FABRICATED CONSTRUCTION. MANY MANUFACTURERS
NOW OFFER PREFABRICATED FLASHING PIECES OR PERMIT THE USE OF MATERIALS FOR FLASHING
PURPOSES OTHER THAN THOSE THAT ARE SHOWN HERE. SPECIFICS ON THESE PROPRIETARY DESIGNS
VARY GREATLY, AND INDIVIDUAL MANUFACTURERS’ SPECIFICATIONS SHOULD BE CONSULTED FOR THEIR USE.
2. NRCA SUGGESTS THAT THE TOP STRIPPING PLY BE A HEAVY—WEIGHT POLYMER MODIFIED BITUMEN SHEET.
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