.

10" [254mm]

SHEET METAL ENCLOSURE
—CROSSBREAK OR SLOPE
FOR DRAINAGE

INSULATE VOID TO PREVENT
CONDENSATION

SHEET METAL OR FLEX-TUBE
COLLAR

SLOPE PIPES DOWN AND
AWAY FROM HOOD

SHEET METAL FLASHING RECEIVER

HING

HIGH—DOMED, CAPPED, GASKETED
FASTENERS (APPROX. 18" [457mm]
0.C. DEPENDING UPON WIND ZONE
AND LOCAL CONDITIONS; MINIMUM
TWO FASTENERS PER SIDE)

HEIGHT

NOMINAL FLAS

\V2

> REMOVABLE SHEET METAL
&% COUNTERFLASHING

l FASTENERS APPROX. 8"

WOOD CANT TO
[203mm] O.C.

BRACE CURB

OPTIONAL: EXTENSION OF FIELD

Woop NAILERS PLIES ABOVE HEAD OF CANT

AND CURB

\ MULTIPLE—-PLY MEMBRANE
” BASE FLASHING (8"
FROM PIPE TO TOP OF CURB;
MULTIPLE—-PLY MODIFIED
< BITUMEN ROOF MEMBRANE
\COVERBOARD INSULATION

MIN. 2" [51mm] BETWEEN PIPES

THERMAL INSULATION
ROOF DECK

NOTES:

1. THIS DETAIL ILLUSTRATES ANOTHER METHOD OF ELIMINATING PITCH POCKETS AND AN OPTIONAL
METHOD OF GROUPING PIPING THAT MUST COME UP ABOVE THE ROOF SURFACE.

2. MANY MANUFACTURERS OFFER PREFABRICATED BOOTS AND OTHER MATERIALS FOR THIS PURPOSE.
SPECIFICS ON THESE PROPRIETARY DESIGNS VARY GREATLY, AND INDIVIDUAL MANUFACTURERS'
SPECIFICATIONS SHOULD BE CONSULTED FOR THEIR USE.

3. ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

SHEET METAL ENCLOSURE FOR PIPING
THROUGH ROOF DECK MB-19
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