10" [254mm]
NOMINAL FLASHING HEIGHT

WOOD NAILERS

NOTES:
1.

WOOD CURB

SHEET METAL COVER
WITH RECEIVER FOR
COUNTERFLASHING

SET BOLTS IN SEALANT
NEOPRENE PAD

REMOVABLE SHEET METAL
COUNTERFLASHING

HIGH—DOMED, CAPPED,
GASKETED FASTENERS

(APPROX. 18" [457mm]
0.C., DEPENDING UPON
WIND ZONE AND LOCAL
CONDITIONS)

FASTENERS APPROX. 8"
[203mm] O.C.

OPTIONAL: EXTENSION OF
FIELD PLIES ABOVE HEAD
OF CANT

WOOD CANT FASTENED
TO NAILERS

MULTIPLE—PLY MEMBRANE
BASE FLASHING (8”
[203mm] MIN. HEIGHT)

N\ ——MULTIPLE-PLY MODIFIED
BITUMEN ROOF MEMBRANE

\COVERBOARD INSULATION
\TH ERMAL INSULATION

T ROOF DECK

THIS DETAIL ALLOWS FOR ROOF MAINTENANCE AROUND THE SUPPORTED EQUIPMENT. THE CONTINUOUS
SUPPORT IS PREFERRED IN LIGHTWEIGHT STRUCTURAL SYSTEMS BECAUSE THE EQUIPMENT WEIGHT CAN BE
SPREAD ACROSS TWO OR MORE SUPPORTING MEMBERS. WHERE HEAVY STRUCTURAL SYSTEMS ARE USED

OR WHERE THE LOAD CAN BE CONCENTRATED OVER A COLUMN, DETAIL MB—12 MAY BE PREFERRED. A
MINIMUM OF 2 FEET [610mm] HORIZONTAL CLEARANCE MUST BE PROVIDED FOR REMOVAL AND REPLACEMENT
OF ROOFING AND FLASHING BETWEEN PARALLEL SUPPORTS. A MINIMUM OF 3 FEET [914mm] OF VERTICAL
CLEARANCE FROM ROOF SURFACE TO BOTTOM OF SUPPORTED EQUIPMENT SHOULD ALSO BE PROVIDED.
ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.

EQUIPMENT SUPPORT CURB MB-11
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